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25 ft TO 75 ft LANE LINE

VARIES

SEE NOTE NO. 7*
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LANE LINE

TYPICAL:

THE SOLID LANE LINE SHALL BE A MINIMUM OF 25'.9.

WORDS, LANE LINES AND SYMBOLS SHALL BE THERMOPLASTIC (T).8.

 

ARROWS ARE REQUIRED.

SEE THE PAVEMENT MARKING PLANS FOR THE APPROPRIATE LAYOUT, INCLUDING IF THROUGH7.

THE STOP LINE MAY NOT BE PRESENT.6.

AND END WITH AN ARROW.

   (LENGTH OF LANE LINE MINUS 48') / NUMBER OF INCREMENTS. STENCIL SERIES SHALL BEGIN

TO COMPLETE ARROW AND "ONLY" LAYOUT FOR LANE LENGTHS GREATER THAN 350':  5.

THE NEAREST 50'.

LANE LINES DESIGNED TO ACCOMMODATE A CALCULATED QUEUE SHALL BE ROUNDED UP TO4.

LANE LINES LONGER THAN 75' SHALL BE LAYED OUT IN MULTIPLES OF 50'.3.

OF THE LARGEST CHARACTER.

   BE IN EVEN INCREMENTS OF AT LEAST 4 TIMES AND NO GREATER THAN 10 TIMES THE HEIGHT

LONGITUDINAL SPACING BETWEEN SUCCESSIVE WORDS AND/OR SYMBOLS IN TURN LANES SHOULD 2.

   DIMENSION SHALL BE PARALLEL TO THE LANE. 

WORDS AND SYMBOLS SHALL BE CENTERED LATERALLY WITHIN THE LANE. THE LONGITUDINAL1.

WORD AND SYMBOL LANE LAYOUT

ISLAND
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TYPICAL:
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